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Embossing 5m From 60 to 160cm Permanent on fabrics made with a majority Except thin fabrics (taffeta,faux leather…) 50cm
depending on the design chosen of synthetic fibers.

Non permanent on natural fibers fabrics.

15m +/- 2% Recommended
Maximum width 150cm

Soil & stain repellant 10m Except velvets, outdoor… +/- 1,5% Recommended
treatment

Preshrinking 10m Maximum width 150cm Only on 100% cotton fabrics 3 à 6%

Paperbacking 25m Maximum width 150cm Fabric backed with nonwoven to be pasted to walls Except wide width, velvets 1m

Average leadtime for a trial : 3 to 4 weeks - depending on the availability of the fabric.

For any specific request, technical information or quotation, please contact your sales contact.

Test

Except taffeta, chintz, moirés, outdoor...
Please consult our department

only plains and semi-plains

Treatment Minimum of 
order Width Fabric properties Restrictions (non exhaustive list of 

restrictions, please ask for informations) Withdrawal

Non washable, Certificate for M1, EN1021-1-2, 
BS 5852 Cigarette & Match test, CRIB 5, BS 5867

Flame retardant
treatment

Easy to clean, but no waterproof performance.Maximum width 150cm

10m 50cmMaximum width 150cmKnit backing Seam reinforcement

Gaufrage 5m de 60 à 160cm Permanent sur tissus à majorité de fibres synthétiques Sauf tissus fins (taffetas, faux cuir…) 50cm 
selon le dessin Non permanent sur les fibres naturelles

Ignifugation 15m jusqu'à 150cm Non lavable, Attestation M1, EN1021-1-2, BS 5852 Cigarette &
Match test, CRIB 5, BS 5867

+/- 2% Recommandé

Anti-tache/déperlant 10m jusqu'à 150cm Facilite l'entretien des textiles, mais ne rend pas Sauf velours, outdoor... +/- 1,5% Recommandé
les tissus imperméables

Décatissage 10m

10m 50cm

jusqu'à 150cm

jusqu'à 150cm

Uniquement sur tissus 100% coton 3 à 6%

Contrecollage papier

Knit backing

25m jusqu'à 150cm Envers intissé pour pose murale collée

Renfort couture

Sauf grandes largeurs, broderies, velours etc 1m

Délai moyen pour un essai: 3 à 4 semaines sous réserve de disponibilité du tissu

Pour toute demande spécifique, renseignement technique ou devis, veuillez consulter notre service commercial.

Traitement

Sauf taffetas, chintz, moirés, outdoor... 
Nous consulter

Retrait/Perte 
matière

EssaiRestrictions (liste non exhaustive, nous 
consulter pour plus d'information)Minimum Largeur Propriétés

Uniquement Faux unis et Unis excepté 
velours et grandes largeurs

GAUFRAGE - En matière textile, le gaufrage est une technique d’ornementation qui consiste à créer un relief sur un tissu épais, le plus 
souvent ton sur ton, comme le velours par exemple ou sur des fibres plus fines comme la toile de coton où les motifs apparaissent alors 
par brillance. C’est donc un travail sur-mesure fait le plus souvent à la demande, un vrai luxe qui consiste à personnaliser une étoffe.

La totalité des gaufrages proposés est disponible dans notre catalogue Gaufrage (Réf. F8900GAUFRAGE). 

EMBOSSING - In the textile industry, embossing is an ornamental technique that creates a relief on a thick fabric, frequently using tone-
on-tone effects.  The fabric may be velvet, for example, or one with thinner fibers, such as cotton canvas, where the pattern appears as a 
shiny contrast to the background. This made-to-measure technique is most often used for special requests and provides the true luxury 
of a personalized fabric.

For more embossing patterns and details for coloured embossing, please refer to our Embossing catalogue. (Réf. F8900GAUFRAGE)
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